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HD-Sony Sensor
HD  Starlight Lens 
IR Distance up to 30Mtr.
IR Bullet Camera
3-IR Warm Array LED
PoE  & P2P Supported
ONVIF Supported
H.265+ Supported

Product Feature: 
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MODEL VIN-IP-L14-108IB-AR6-SL-W

HD-Sony Sensor

0Lux With IR on

Supported

H.265+ Video Compression, Support Dual Stream

2.4 Megapixel @ 25FPS

Main Stream:1920x1080@1-25fps / Sub Stream: 640x360@1-25fps

Auto

Yes

1RJ45 Ethernet Interface

Free Client So�ware

3-IR Warm Array LED / up to 30Mtr...

-10°C  to +55°C (32°F–133°F) , 10% - 90%PH

12VDC / 2A

Auto/Manual, 1/3(4) ~ 1/10,000s

Image Sensor

Lens Mount

Minimum Illumina�on

P2P

Video Compression

Frame Rate

White Balance

ONVIF

Network Interface

Network Func�on

IR Distance 

Working Condi�on

Power Supply

Shu�er Speed

Image output

HD Starlight Lens

SPECIFICATION

1080P
HD P2P

POEH.265


	1: VIN-IP-L14-108IB-AR6-SL-W

